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S I M P LY C LA S S I C G LA S S P ROJ E CT

1.	 Use a ruler and black permanent marker to 
measure out and mark multiple 2’ long strips from 
Chambray, White, and Apple Jade Opalescent Glass 
Strips.

2.	 Use a Pistol Grip Glass Cutter to score each marker 
line. Break along each score with Running Pliers.

3.	 Once all strips have been cut, alternate 
positioning the Chambray, White, and Apple Jade 
strips in a zig-zag or stairstep fashion diagonally 
across the 10” Sq. Clear Sheet Glass base. See the 
template provided as a guide.

4.	 Maintain the same color pattern as you position 
the remaining strips in the same stairstep fashion 
to the right and left side of the initially positioned 
strips. As you work, allow strips to hang off the 
base edge.

5.	 Cut off any excess strip area hanging off the edge 
of the glass base. Work on one strip piece at a time 
as you mark the necessary cut-off line, remove 
from project base, score and break off the excess 
length, then re-position back onto the project 
base.

6.	 Secure each strip in place with pinpoints of 
GlasTac. Allow the glue to dry completely.

7.	 Contour fuse using the recommended Slumpy’s 
6-segment firing schedule.

8.	 Once the project has been fired, slump in the 
Large Soft Slope Plate mold.

I N S T R U C T I O N S

SM-9053 	 Soft Slope Plate Mold - Large

SP-8234 	 4 Ounce GlasTac

ST-340 	 Tarheel Tools Running Pliers

ST-352 	 Tarheel Pistol Grip Glass Cutter

BT-540 	 Bullseye Thinfire Shelf Paper

Black Permanent Marker

Ruler

4GBS-10-100S-F 	 10” Sq. Clear Sheet Glass

20GSTRIPS-60-079-F 	 12 x .5 Inches - Chambray Opalescent Glass Strips

20GSTRIPS-60-726S-F 	 12 x .5 Inches - Apple Jade Opalescent Glass Strips

20GSTRIPS-200S-F 	 12 x .5 Inches - White Opalescent Glass Strips
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